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8.4”  10.1”   10.4”  12.1”   15”   
15.6”   17”   17.3”   18.5”   19”   21.5”  24”
Front IP65 Silver Aluminum Touch IPC

SP Series

Innovation, Integration, Execution

Fanless, no noise 
Intel J1900, E3940, 4th, 6th, 7th i3 / i5 / i7 CPU
IP65 Aluminum front bezel
Size : 8.4”~ 24”

VESA mount & Panel mount & Clip mount

1.5”  24”



Front IP65 Silver Aluminum Touch IPC
SP Series

Support Single Touch

Size Range From 8.4”~24”

Intel Processor

Monitor ranging from 8.4” up to 24”.

Features

IP65 Waterproof Front Bezel

water and dust. 

Sunlight Readable

Wide Temp.

Front
Waterproof

areas.

Touch Panel

LCD Panel

Resin Layer

Up to 700~1600nitsAbout 250~300nits

V.S.

inside

Multi-
Functional

Ports

I/O



Features

J1900  12.1”
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17006C
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0      2.5” HDD/SSD

1 x Full-size 

3 Pin power terminal block for DC in 12V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10 

12.1" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

800 : 1
160°/160°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (75 x 75 mm) & Panel mount & Clip mount
350 x 264 x 99 mm

4 kg

External antenna ( WIFI )
1600 cd/m2  High Brightness 12.1” LCD panel 1024 x 768 dpi

Optical Bonding
8pcs x Clips

2 x RS232 cable 
Waterproof sponge

1024 x 768
16.7M

1000 cd/m2
800 : 1

160°/160°

Model No. SP122R004SSP122R005S

SP122R004JSP122R005J

1
1
1
4
1
1

1
1
2
4
1
1

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP122R005S04064

SP122R004S04064

SP122R005J04064

SP122R004J04064

ORDERING INFORMATION
12.1” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

12.1” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

SP122R005S

SP122R004S

Unit : mm
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Features

J1900  15.6”, 17.3”, 18.5” 
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0      2.5” HDD/SSD

1 x Full-size 

3 Pin power terminal block for DC in 12V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10 

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100 x 100mm) & Panel mount & Clip mount

external antenna ( WIFI )
Optical Bonding

10pcs x Clips
2 x RS232 

Waterproof sponge

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

1366 x 768
16.7M

300 cd/m2
1000 : 1

170°/160°

1920 x 1080
16.7M

350 cd/m2
1000 : 1

170°/160°

Model No. SP173R005S SP173R004S SP185R005S SP185R004S SP186R005S SP186R004SSP157R005SSP156R005S

1
1
1
4
1
1

15.6” TFT (16:9)

454 x 272 x 74 mm
TBD

1
1
2
4
1
1

1
1
1
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

17.3” TFT (16:9)
1920 x 1080

16.7M
400 cd/m2

600 : 1
160°/140°

483 x 318 x 87 mm
TBD

18.5” TFT (16:9)

521 x 317 x 90 mm
5.2 kg



Dimensions

SP156R005S04064
SP157R005S04064
SP173R005S04064
SP173R004S04064
SP185R005S04064
SP186R005S04064
SP185R004S04064
SP186R004S04064

ORDERING INFORMATION
15.6” panel PC, 1366 x 768 dpi, Intel J1900 processor, 1 x GALN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

17.3” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 1 x GALN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

17.3” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel J1900 processor, 1 x GALN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

18.5” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel J1900 processor, 2 x GALN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

SP156R005S, SP157R005S

SP173R005S

Unit : mm
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SP173R004S

SP185R005S, SP186R005S
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

J1900  15”, 17”, 19” 
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

15" TFT (4:3)
1024 x 768

16.2M
300 cd/m2

2000:1
176°/176°

401 x 304 x 94 mm
4.5 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 95 mm
8.3 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0     2.5” HDD/SSD

1 x Full size 

3 Pin power terminal block for DC in 12V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10

17" TFT (4:3)
1280 x 1024

16.2M
350 cd/m2

1000:1
170°/160°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
453 x 352 x 90 mm

6.5 kg

External antenna (WIFI)
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
1 x RS232 cable (15”), 2 x RS232 (17” & 19”)

Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP150R004S SP170R005S SP170R004S SP190R005S SP190R004SSP150R005S

SP150R004J SP170R005J SP170R004J SP190R005J SP190R004JSP150R005J

1
1
1
4
1
1

1
1
2
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



Dimensions

SP150R005S

SP150R005S04064

SP150R004S04064

SP170R005S04064

SP170R004S04064

SP190R005S04064

SP190R004S04064

SP150R005J04064

SP150R004J04064

SP170R005J04064

SP170R004J04064

SP190R005J04064

SP190R004J04064

ORDERING INFORMATION

15” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

15” panel PC, Intel J1900 processor, 2 x GALN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

17” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

17” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

19” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

19” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

15” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter, 1000 cd/m2

15” panel PC, Intel J1900 processor, 2 x GALN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter, 1000 cd/m2 

17” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter, 1000 cd/m2 

17” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter, 1000 cd/m2

19” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter,1000 cd/m2

19” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter, 1000 cd/m2

Unit : mm
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SP150R004S

SP170R005S
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

J1900  21.5”, 24” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0      2.5” HDD/SSD

1 x Full-size 

3 Pin power terminal block for DC in 12V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10 

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount

External antenna (WIFI)
Optical Bonding

10pcs x Clips
 2 x RS232

Waterproof sponge

21.5" TFT (16:9)
1920 x 1080

16.7 M
300 cd/m2

3000:1
178°/178°

581 x 337 x 93 mm
8 kg

1920 x 1080
16.2M

1000 cd/m2
2000 : 1

176°/176°

24" TFT (16:9)
1920 x 1080

16.7M
250 cd/m2

1000:1
173°/165°

621 x 381 x 81 mm
8.1 kg

1920 x 1080
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP215R004S SP240R005S SP240R004S

SP215R004J

SP215R005S

SP240R005J SP240R004JSP215R005J

1
1
1
4
1
1

1
1
2
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



Dimensions

SP215R005S04064

SP215R004S04064

SP240R005S04064

SP240R004S04064

SP215R005J04064

SP215R004J04064

SP240R005J04064

SP240R004J04064

ORDERING INFORMATION
21.5” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

21.5” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

24” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

24” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter

21.5” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter,1000 cd/m2

21.5” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter.1000 cd/m2

24” panel PC, Intel J1900 processor, 1 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter, 1000 cd/m2

24” panel PC, Intel J1900 processor, 2 x GLAN, 
4GB DDRIII L So-DIMM., 64GB SSD, 12V DC in 
power adapter,1000 cd/m2

SP215R005S

SP215R004S

Unit : mm
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

J1900  15”, 17”, 19” 
Front IP65 Silver Aluminum Rack Mount Touch IPC

Specifications

SP Series

15" TFT (4:3)
1024 x 768

16.2M
300 cd/m2

2000:1
176°/176°

487 x 311 x 94 mm
5.0 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

486 x 377 x 95 mm
8.8 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0     2.5” HDD/SSD

1 x Full size 

3 Pin power terminal block for DC in 12V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10

17" TFT (4:3)
1280 x 1024

16.2M
350 cd/m2

1000:1
170°/160°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Rack mount
485 x 352 x 90 mm

7.0 kg

External antenna (WIFI)
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
1 x RS232 cable (15”), 2 x RS232 (17” & 19”)

Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP150R004R SP170R005R SP170R004R SP190R005R SP190R004RSP150R005R

SP150R004U SP170R005U SP170R004U SP190R005U SP190R004USP150R005U

1
1
1
4
1
1

1
1
2
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

1
1
1
4
1
1

1
1
2
4
1
1

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

I/O



Dimensions

SP150R005R

SP150R005R04064

SP150R004R04064

SP170R005R04064

SP170R004R04064

SP190R005R04064

SP190R004R04064

SP150R005U04064

SP150R004U04064

SP170R005U04064

SP170R004U04064

SP190R005U04064

SP190R004U04064

ORDERING INFORMATION

15” rack mount panel PC, Intel J1900 processor, 
1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter

15” rack mount panel PC, Intel J1900 processor, 
2 x GALN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter

17” rack mount panel PC, Intel J1900 processor, 
1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter

17” rack mount panel PC, Intel J1900 processor, 
2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter

19” rack mount panel PC, Intel J1900 processor, 
1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter

19” rack mount panel PC, Intel J1900 processor, 
2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter

15” rack mount panel PC, Intel J1900 processor, 
1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter, 1000 cd/m2

15” rack mount panel PC, Intel J1900 processor, 
2 x GALN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter, 1000 cd/m2 

17” rack mount panel PC, Intel J1900 processor, 
1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter, 1000 cd/m2 

17” rack mount panel PC, Intel J1900 processor, 
2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter, 1000 cd/m2

19” rack mount panel PC, Intel J1900 processor, 
1 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter, 1000 cd/m2

19” rack mount panel PC, Intel J1900 processor, 
2 x GLAN, 4GB DDRIII L So-DIMM., 64GB SSD, 
12V DC in power adapter, 1000 cd/m2

Unit : mm

46511

38
38
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73

89

11

4-M4x6L

100
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0
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6

24
5
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8
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SP150R004R

SP170R005R
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SP170R004R

SP190R005R
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

J1900  8.4”, 10.4”, 12.1”
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

CPU
Memory

Watchdog Timer

RS232
RS232/422/485
VGA
HDMI
GLAN
USB

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17006A
P/N: 302A17006C
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212003
P/N: 3080212002
P/N: 308020000C
P/N: 3080213001
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1
-
1
1
2
4

1 x SATA 2.0      2.5” HDD/SSD

2 x Full size

3 Pin power terminal block for DC in 12V / 19V / 24V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10 

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount ( 75 X 75 mm) & Panel mount & Clip mount

external antenna ( WIFI )
1600 cd/m2  High Brightness 10.4” LCD panel 1024 x 768 dpi
1600 cd/m2  High Brightness 12.1” LCD panel 1024 x 768 dpi

Optical Bonding
8pcs x Clips

1 x RS232 cable for SP122R030S
2 x RS232 cable for SP122R003S

1 x USB
Line out & MIC in 

Waterproof sponge

10.4" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

900 : 1
150°/150°

302 x 224 x 71 mm
3.4 kg

Model No. SP105R030S SP122R030S SP122R003SSP084R030S

-
-
1
1
2
4

1 x Full-size

8.4" TFT (4:3)
800 x 600

16.2M
450 cd/m2

600 : 1
160°/140°

269 x 207 x 71 mm
TBD

1
1
1
1
2
4

1 x Full size

350 x 264 x 99 mm
 4 kg

350 x 264 x 70 mm
TBD

12.1" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

800 : 1
160°/160°

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



Dimensions

SP084R030S

SP105R030S

Unit : mm

1024 x 768
16.7M

1000 cd/m2
900 : 1

150°/150°

-
-
-
-
-

1024 x 768
16.7M

1000 cd/m2
800 : 1

160°/160°

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SP105R030J- SP122R030J SP122R003J

SP084R030S04064

SP105R030S04064

SP122R030S04064

SP122R003S04064

SP105R030J04064

SP122R030J04064

SP122R003J04064

10.4” panel PC, Intel J1900 processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power 
adapter

12.1” panel PC, Intel J1900 processor,  4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power 
adapter

12.1” panel PC, Intel J1900 processor,  4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power 
adapter

8.4” panel PC, Intel J1900 processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

10.4” panel PC, Intel J1900 processor, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter, 1000 
cd/m2

12.1” panel PC, Intel J1900 processor, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter, 1000 
cd/m2

12.1” panel PC, Intel J1900 processor, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter, 1000 
cd/m2

OPTIONAL HB PANEL

ORDERING INFORMATION

75

75

24
79

.5
24

79
.5

243.512.75 12.75

6-M3x4L

4-M4x6L
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269
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71
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20
7

12
8

19
0

75

75

6-M3x4L

4-M4x6L

23
89

23
89

278211

302

22
4

15
8

18
1

20
9

71
6

258

12 12



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

J1900  10.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

CPU
Memory

Watchdog Timer

RS232
VGA
HDMI
GLAN
USB

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212003
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1
1
1
2
4

1 x SATA 2.0      2.5” HDD/SSD

2 x Full-size

2 Pin power terminal block for DC in 12V / 19V / 24V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10

10.1" TFT (16:9)
1280 x 800

16.7M
500 cd/m2

800 : 1
170°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount ( 75 X 75 mm) & Panel mount & Clip mount
298 x 213 x 63 mm

TBD

external antenna ( WIFI )
Optical Bonding

8pcs x Clips
1 x RS232/422/485 cable 

Waterproof sponge

Model No. SP101R030S

ORDERING INFORMATION
SP101R030S04064 10.1” panel PC, Intel J1900 processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP101R030S

Unit : mm

75

75

4-M4x6L
6-M3x4L

12
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3
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.5

12
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94
94

2904 4

274
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63
6
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3
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6
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217



Features

J1900  15.6”, 17.3”, 18.5” 
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

CPU
Memory

Watchdog Timer

RS232
RS232/422/485
VGA
HDMI
GLAN
USB
Line out
Line in 
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3080212003
P/N: 308020000C
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0  2.5” HDD/SSD

3 Pin power terminal block for DC in 12V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10 

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100 x 100mm) & Panel mount & Clip mount

external antenna ( WIFI )
Optical Bonding

10pcs x Clips
2 x RS232 cable for SP173R003S, SP185R003S, SP186R003S

1 x RS232/422/485 cable for SP156R030S, SP157R030S , SP185R030S, SP186R030S
USB port

Waterproof sponge

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

1366 x 768
16.7M

300 cd/m2
1000 : 1

170°/160°

1920 x 1080
16.7M

350 cd/m2
1000 : 1

170°/160°

Model No. SP173R003S SP173R030S SP185R003S SP185R030S SP186R003S SP186R030SSP157R030SSP156R030S

2
-
1
1
2
4
-
-
-

2 x Full size

15.6” TFT (16:9)

454 x 272 x 74 mm
TBD

2
-
1
1
2
4
-
-
-

2 x Full size

1
1
1
1
2
4
1
1
1

1 x Full size

2
-
1
1
2
4
-
-
-

2 x Full size

1
1
1
1
2
4
1
1
1

1 x Full size

2
-
1
1
2
4
-
-
-

2 x Full size

1
1
1
1
2
4
1
1
1

1 x Full size

17.3” TFT (16:9)
1920 x 1080

16.7M
400 cd/m2

600 : 1
160°/140°

18.5” TFT (16:9)

483x318x87mm
TBD

483x318x71mm
TBD

521x317x90mm
5.2 kg

521x317x71mm
6 kg

521x317x90mm
5.2 kg

521x317x71mm
6 kg



Dimensions

SP156R030S04064
SP157R030S04064
SP173R003S04064
SP173R030S04064
SP185R003S04064
SP186R003S04064
SP185R030S04064
SP186R030S04064

ORDERING INFORMATION
15.6” panel PC, 1366 x 768 dpi, Intel J1900 processor, 2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 1 x RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

18.5” panel PC, 1366 x 768 dpi, Intel J1900 processor, 1 x RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel J1900 processor, 1 x RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

18.5” panel PC, 1366 x 768 dpi, Intel J1900 processor, 2 x R232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel J1900 processor 2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

SP156R030S, SP157R030S

SP173R003S

Unit : mm
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SP173R030S

SP185R003S, SP186R003S
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

SP185R030S, SP186R030S
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Features

J1900  15”, 17”, 19” 
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

15" TFT (4:3)
1024 x 768

16.2M
300 cd/m2

2000:1
176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

CPU
Memory

Watchdog Timer

RS232
RS232/422/485
VGA
HDMI
GLAN
USB
Line out
Line in 
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3080212003
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0     2.5” HDD/SSD

3 Pin power terminal block for DC in 12V / 19V / 24V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10

17" TFT (4:3)
1280 x 1024

16.2M
350 cd/m2

1000:1
170°/160°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount

External antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
1 x RS232 cable for SP150R003S, SP170R003S, SP190R003S

1 x RS232/422/485 cable for SP150R030S, SP170R030S, SP190R030S
Waterproof sponge

Model No. SP150R030S SP170R003S SP170R030S SP190R003S SP190R030SSP150R003S

1
1
1
1
2
4
1
1
1

1 x Full size 

401 x 304 x 94 mm
4.5 kg

2
-
1
1
2
4
-
-
-

2 x Full size

401 x 304 x 70 mm
5.7 kg

1
1
1
1
2
4
1
1
1

1 x Full size

453 x 352 x 90 mm
6.5 kg

2
-
1
1
2
4
-
-
-

2 x Full size

453 x 352 x 72 mm
6.7 kg

1
1
1
1
2
4
1
1
1

1 x Full size

487 x 377 x 95 mm
8.3 kg

2
-
1
1
2
4
-
-
-

2 x Full size

487 x 377 x 75 mm
8.7 kg

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



Dimensions

SP150R003S 

Unit : mm

SP150R003S04064

SP150R030S04064

SP170R003S04064

SP170R030S04064

SP190R003S04064

SP190R030S04064

SP150R003J04064

SP150R030J04064

SP170R003J04064

SP170R030J04064

SP190R003J04064

SP190R030J04064

15” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

15” panel PC, Intel J1900 processor, 2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

17” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

17” panel PC, Intel J1900 processor, 2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

19” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

19” panel PC, Intel J1900 processor, 2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

15” panel PC, Intel J1900 processor, 1 x RS232/422/485, 
1 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

15” panel PC, Intel J1900 processor,  2 x RS232, 4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power adapter, 
1000 cd/m2

17” panel PC, Intel J1900 processor, 1 x RS232/422/485, 
1 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

17” panel PC, Intel J1900 processor,  2 x RS232, 4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power adapter, 
1000 cd/m2

19” panel PC, Intel J1900 processor, 1 x RS232/422/485, 
1 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

19” panel PC, Intel J1900 processor, 2 x RS232, 4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power adapter, 
1000 cd/m2

SP150R030J SP170R003J SP170R030J SP190R003J SP190R030JSP150R003J
Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

OPTIONAL HB PANEL

ORDERING INFORMATION

37712 12

24
12

8
24

12
8

6-M4x4L

4-M4x6L

100

10
0

353

303
401

94
6

24
5

28
8

30
4

22
6



SP150R030S

SP170R003S

24
5

28
8

353

303
401

37712 12

30
4

22
6

70

6

24
12

8
24

12
8

6-M4x4L

4-M4x6L

100

10
0

402

90
6

35
2

27
0

453
336

28
1

33
7

11 11431

21
15

5
21

15
5

6-M4x4L

4-M4x6L

100

10
0



SP170R030S

SP190R003S

402

72

6
27

0
35

2

453
336

33
7

28
1

21
15

5
21

15
5

11 11431

10
0

100
6-M4x4L

4-M4x6L

444

95
6

29
4

36
2

37
7

30
0

374
487

46411.5 11.5

25
16

3.
5

25
16

3.
5

10
0

100

4-M4x6L

6-M4x4L



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

SP190R030S

374
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75
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37
7

30
0

29
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5
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0

100 6-M4x4L

4-M4x6L



Features

J1900  21.5”, 24” 
Front IP65 Silver Aluminum Touch IPC

Specifications

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

CPU
Memory

Watchdog Timer

RS232
RS232/422/485
VGA
HDMI
GLAN
USB
Line out
Line in 
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3080212003
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0      2.5” HDD/SSD

3 Pin power terminal block for DC in 12V / 19V / 24V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10 

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount

External antenna ( WIFI )
Optical Bonding

10pcs x Clips
1 x RS232 cable for SP215R003S, SP240R003S

1 x RS232/422/485 cable for SP215R030S, SP240R030S
Waterproof sponge

21.5" TFT (16:9)
1920 x 1080

16.7 M
300 cd/m2

3000:1
178°/178°

24" TFT (16:9)
1920 x 1080

16.7M
250 cd/m2

1000:1
173°/165°

Model No. SP215R030S SP240R003S SP240R030SSP215R003S

1
1
1
1
2
4
1
1
1

1 x Full-size 

2
-
1
1
2
4
-
-
-

2 x Full-size

1
1
1
1
2
4
1
1
1

1 x Full-size 

2
-
1
1
2
4
-
-
-

2 x Full-size

581 x 337 x 93 mm
8 kg

581 x 337 x 74 mm
8.5 kg

621 x 381 x 81 mm
8.1 kg

621 x 381 x 71 mm
8.5 kg



Dimensions

SP215R003S

SP215R030S

Unit : mm

1920 x 1080
16.2M

1000 cd/m2
2000 : 1

176°/176°

1920 x 1080
16.7M

1000 cd/m2
1000 : 1

170°/165°

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SP215R030J SP240R003J SP240R030JSP215R003J

SP215R003S04064

SP215R030S04064

SP240R003S04064

SP240R030S04064

SP215R003J04064

SP215R030J04064

SP240R003J04064

SP240R030J04064

21.5” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

21.5” panel PC, Intel J1900 processor, 2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

24” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

24” panel PC, Intel J1900 processor, 2 x RS232, 
4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter

21.5” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 
64GB SSD, DC in power adapter, 1000 cd/m2

21.5” panel PC, Intel J1900 processor, 2 x RS232, 
4GB DDRIII L So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

24” panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 
64GB SSD, DC in power adapter, 1000 cd/m2

24” panel PC, Intel J1900 processor, 2 x RS232, 4GB 
DDRIII L So-DIMM., 64GB SSD, DC in power adapter, 
1000 cd/m2

OPTIONAL HB PANEL

ORDERING INFORMATION

530
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6
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7

33
7
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3
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.2
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0 4-M4x6L
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8-M4x4L

4-M4x6L
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.2
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.2
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3
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33
7

26
7
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581

10
0

100



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

J1900  15”, 17”, 19” 
Front IP65 Silver Aluminum Rack Mount Touch IPC

Specifications

SP Series

15" TFT (4:3)
1024 x 768

16.2M
300 cd/m2

2000:1
176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

CPU
Memory

Watchdog Timer

RS232
RS232/422/485
VGA
HDMI
GLAN
USB
Line out
Line in 
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 3080212003
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Bay Trail D-J1900 2.0GHz Quad Core Processor
1 x 204-pin DDR3L SODIMM up to 8 GB

Watch Dog Timer 256 Level

1 x SATA 2.0     2.5” HDD/SSD

3 Pin power terminal block for DC in 12V / 19V / 24V

5 Wires Resistive (one touch)

Win Pro 10  /  Embedded Win 7, 8, 10  /  Win 10 IoT  /  Linux Fedora 20, Ubuntu 13.10

17" TFT (4:3)
1280 x 1024

16.2M
350 cd/m2

1000:1
170°/160°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Rack mount

External antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
1 x RS232 cable for SP150R003R, SP170R003R, SP190R003R

1 x RS232/422/485 cable for SP150R030R, SP170R030R, SP190R030R
Waterproof sponge

Model No. SP150R030R SP170R003R SP170R030R SP190R003R SP190R030RSP150R003R

1
1
1
1
2
4
1
1
1

1 x Full size 

487 x 311 x 94 mm
4.9 kg

2
-
1
1
2
4
-
-
-

2 x Full size

487 x 311 x 70 mm
6.2 kg

1
1
1
1
2
4
1
1
1

1 x Full size

485 x 352 x 90 mm
7.1 kg

2
-
1
1
2
4
-
-
-

2 x Full size

485 x 352 x 72 mm
7.2 kg

1
1
1
1
2
4
1
1
1

1 x Full size

486 x 377 x 95 mm
8.8 kg

2
-
1
1
2
4
-
-
-

2 x Full size

486 x 377 x 75 mm
9.2 kg

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

I/O



Dimensions

SP150R003R

Unit : mm

SP150R003R04064

SP150R030R04064

SP170R003R04064

SP170R030R04064

SP190R003R04064

SP190R030R04064

SP150R003U04064

SP150R030U04064

SP170R003U04064

SP170R030U04064

SP190R003U04064

SP190R030U04064

15” rack mount panel PC, Intel J1900 processor, 
1 x RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

15” rack mount panel PC, Intel J1900 processor, 
2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

17” rack mount panel PC, Intel J1900 processor, 
1 x RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

17” rack mount panel PC, Intel J1900 processor, 
2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

19” rack mount panel PC, Intel J1900 processor, 
1 x RS232/422/485, 1 x RS232, 4GB DDRIII L 
So-DIMM., 64GB SSD, DC in power adapter

19” rack mount panel PC, Intel J1900 processor, 
2 x RS232, 4GB DDRIII L So-DIMM., 64GB SSD, 
DC in power adapter

15” rack mount panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 
64GB SSD, DC in power adapter, 1000 cd/m2

15” rack mount panel PC, Intel J1900 processor,  2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

17” rack mount panel PC Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 
64GB SSD, DC in power adapter, 1000 cd/m2

17” rack mount panel PC, Intel J1900 processor,  2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

19” rack mount panel PC, Intel J1900 processor, 1 x 
RS232/422/485, 1 x RS232, 4GB DDRIII L So-DIMM., 
64GB SSD, DC in power adapter, 1000 cd/m2

19” rack mount panel PC, Intel J1900 processor, 2 x 
RS232, 4GB DDRIII L So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

SP150R030U SP170R003U SP170R030U SP190R003U SP190R030USP150R003U
Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

OPTIONAL HB PANEL

ORDERING INFORMATION

46511

38
38

73
73

89

11

4-M4x6L

100

10
0

353

94
6

24
5

28
8

303
487

31
1

22
6



SP150R030R

SP170R003R
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SP170R030R
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

7th Gen 10.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002 
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

7th Gen Intel® Core™ i3 7100U (075) / i5 7300U (076) / i7 7600U (077) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

2 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

10.1" TFT (16:9)
1280 x 800

16.7M
500 cd/m2

800 : 1
170°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (75 X 75mm) & Panel mount & Clip mount
298 x 213 x 63 mm

TBD

external antenna ( WIFI )
Optical Bonding

8pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

Model No. SP101R075/076/077S

SP101R075S04064

SP101R076S04064

SP101R077S04064

ORDERING INFORMATION
10.1” panel PC, Intel i3 7100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

10.1” panel PC, Intel i5 7300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

10.1” panel PC, Intel i7 7600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP101R075/076/077S

Unit : mm

75

75

4-M4x6L
6-M3x4L

12
.5

12
.5

94
94

2904 4

12
2

19
3

274
202

63
6

21
3

13
6

298
217



Features

7th Gen 10.4”, 12.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17006A
P/N: 302A17006C
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212003
P/N: 308020000C
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

7th Gen Intel® Core™ i3 7100U (075) / i5 7300U (076) / i7 7600U (077) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2 for SP122R075/076/077S,  1 for SP105R075/076/077S
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (75 X 75mm) & Panel mount & Clip mount

external antenna ( WIFI )
1600 cd/m2  High Brightness 10.4” LCD panel 1024 x 768 dpi
1600 cd/m2  High Brightness 12.1” LCD panel 1024 x 768 dpi

Optical Bonding
8pcs x Clips

1 x RS232 cable
1 x USB

Waterproof sponge

10.4" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

900 : 1
150°/150°

302 x 224 x 71 mm
3.4 kg

1024 x 768
16.7M

1000 cd/m2
900 : 1

150°/150°

12.1" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

800 : 1
160°/160°

350 x 264 x 70 mm
TBD

1024 x 768
16.7M

1000 cd/m2
800 : 1

160°/160°

Model No. SP122R075/076/077SSP105R075/076/077S

SP122R075/076/077JSP105R075/076/077J

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP105R075S04064

SP105R076S04064

SP105R077S04064

SP122R075S04064

SP122R076S04064

SP122R077S04064

SP105R075J04064

SP105R076J04064

SP105R077J04064

SP122R075J04064

SP122R076J04064

SP122R077J04064

ORDERING INFORMATION
10.4” panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

10.4” panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

10.4” panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

10.4” panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

10.4” panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter,1000 cd/m2

10.4” panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

12.1” panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

12.1” panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter,1000 cd/m2

12.1” panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

SP105R075/076/077S

SP122R075/076/077S

Unit : mm

75

75

6-M4x4L

4-M4x6L

3329 9

11
9.

5
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5
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12
.5
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6

20
8
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0
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75
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4-M4x6L

23
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23
89
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Features

7th Gen 15.6”, 17.3”, 18.5” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002 
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

7th Gen Intel® Core™ i3 7100U (075) / i5 7300U (076) / i7 7600U (077) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17.3” TFT (16:9)
1920 x 1080

16.7M
400 cd/m2

600 : 1
160°/140°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
483 x 318 x 71 mm

TBD

External antenna ( WIFI )
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

15.6” TFT (16:9)

454 x 272 x 74 mm
TBD

18.5” TFT (16:9)

521 x 317 x 71 mm
 6 kg

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

Model No. SP173R075/076/077S SP185R075/076/077S SP186R075/076/077SSP156R075/076/077S SP157R075/076/077S

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



Dimensions Unit : mm

SP156R075S04064

SP156R076S04064

SP156R077S04064

SP157R075S04064

SP157R076S04064

SP157R077S04064

SP173R075S04064

SP173R076S04064

SP173R077S04064

SP185R07504064

SP185R076S04064

SP185R077S04064

SP186R075S04064

SP186R076S04064

SP186R077S04064

ORDERING INFORMATION
15.6” panel PC, 1366 x 768 dpi, Intel i3 7100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1366 x 768 dpi, Intel i5 76300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1366 x 768 dpi, Intel i7 7600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i3 7100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i5 7300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi , Intel i7 7600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter 

17.3” panel PC, 1920 x 1080 dpi, Intel i3 7100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i5 7300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i7 7600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter, 

18,5” panel PC, 1366 x 768 dpi, Intel i3 7100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel i5 7300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter 

18.5” panel PC, 1366 x 768 dpi, Intel i7 7600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18,5” panel PC, 1920 x 1080 dpi, Intel i3 7100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel i5 7300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel i7 7600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter 

SP156R075/076/077S, SP157R075/076/077S

4-M4x6L

10
0

100

6-M4x4L

25
11

1
25

11
1

43211 11348
454

408

74
6

27
2

19
7 25

7



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

SP185R075/076/077S, SP186R075/076/077S

SP173R075/076/077S
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Features

7th Gen  15”, 17”, 19” 
Front IP65 Silver Aluminum Touch IPC

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

401 x 304 x 70 mm
5.7 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
8.7 kg

 1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

7th Gen Intel® Core™ i3 7100U (075) / i5 7300U (076) / i7 7600U (077) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
453 x 352 x 72 mm

6.7 kg

External antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R075/076/077S SP190R075/076/077SSP150R075/076/077S

SP170R075/076/077J SP190R075/076/077JSP150R075/076/077J



Dimensions

SP150R075/076/077S

SP150R075S04064

SP150R076S04064

SP150R077S04064

SP170R075S04064

SP170R076S04064

SP170R077S04064

SP190R075S04064

SP190R076S04064

SP190R077S04064

SP150R076J04064

SP150R076J04064

SP150R077J04064

SP170R075J04064

SP170R076J04064

SP170R077J04064

SP190R075J04064

SP190R076J04064

SP190R077J04064

15” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” panel PC, Intel i3 7100U U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

17” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

15” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

15” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

Unit : mm

ORDERING INFORMATION
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401

37712 12

30
4

22
6

24
12

8
24

12
8

6-M4x4L

4-M4x6L

100

10
0

353

70

6

24
5

28
8



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

7th Gen  21.5”, 24” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002 
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

7th Gen Intel® Core™ i3 7100U (075) / i5 7300U (076) / i7 7600U (077) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 10 / Embedded Win 10 / Window 10 IoT / Fedora 25 Ubuntu 16.04

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount

External antenna ( WIFI )
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

21.5" TFT (16:9)
1920 x 1080

16.7 M
300 cd/m2

3000:1
178°/178°

581 x 337 x 74 mm
8.5 kg

1920 x 1080
16.7M

1000 cd/m2
3000:1

178°/178°

24" TFT (16:9)
1920 x 1080

16.7 M
250 cd/m2

1000:1
173°/165°

621 x 381 x 71 mm
8.5 kg

1920 x 1080
16.7M

1000 cd/m2
1000:1

173°/165°

Model No. SP240R075/076/077SSP215R075/076/077S

SP240R075/076/077JSP215R075/076/077J

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP215R075S04064

SP215R076S04064

SP215R077S04064

SP240R075S04064

SP240R076S04064

SP240R077S04064

SP215R075J04064

SP215R076J04064

SP215R077J04064

SP240R075J04064

SP240R076J04064

SP240R077J04064

ORDERING INFORMATION
21.5” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

21.5” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

21.5” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

24” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

24” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

24” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

21.5” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

21.5” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

21.5” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

24” panel PC, Intel i3 7100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter,1000 cd/m2

24” panel PC, Intel i5 7300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

24” panel PC, Intel i7 7600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

SP215R075/076/077S

SP240R075/076/077S

Unit : mm
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Features

7th Gen  15”, 17”, 19” 
Front IP65 Silver Aluminum Rack Mount Touch IPC

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

487 x 311 x 70 mm
6.2 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
9.2 kg

 1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

7th Gen Intel® Core™ i3 7100U (075) / i5 7300U (076) / i7 7600U (077) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Rack mount
485 x 352 x 72 mm

7.2 kg

External antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R075/076/077R SP190R075/076/077RSP150R075/076/077R

SP170R075/076/077U SP190R075/076/077USP150R075/076/077U

I/O



Dimensions

SP150R075/076/077R

SP150R075R04064

SP150R076R04064

SP150R077R04064

SP170R075R04064

SP170R076R04064

SP170R077R04064

SP190R075R04064

SP190R076R04064

SP190R077R04064

SP150R076U04064

SP150R076U04064

SP150R077U04064

SP170R075U04064

SP170R076U04064

SP170R077U04064

SP190R075U04064

SP190R076U04064

SP190R077U04064

15” rack mount panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” rack mount panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” rack mount panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” rack mount panel PC, Intel i3 7100U U proces-
sor, 4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

17” rack mount panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” rack mount panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” rack mount panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” rack mount panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” rack mount panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” rack mount panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

15” rack mount panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

15” rack mount panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

17” rack mount panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

17” rack mount panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

17” rack mount panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

19” rack mount panel PC, Intel i3 7100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

19” rack mount panel PC, Intel i5 7300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

19” rack mount panel PC, Intel i7 7600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

Unit : mm

ORDERING INFORMATION
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

6th Gen  10.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002 
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

6th Gen Intel® Core™ i3 6100U (068) / i5 6300U (026) / i7 6600U (069) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

2 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

10.1" TFT (16:9)
1280 x 800

16.7M
500 cd/m2

800 : 1
170°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (75 X 75mm) & Panel mount & Clip mount
298 x 213 x 63 mm

TBD

external antenna ( WIFI )
Optical Bonding

8pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

Model No. SP101R068/026/069S

SP101R068S04064

SP101R026S04064

SP101R069S04064

ORDERING INFORMATION
10.1” panel PC, Intel i3 6100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

10.1” panel PC, Intel i5 6300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

10.1” panel PC, Intel i5 6600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP101R068/026/069S

Unit : mm
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Features

6th Gen  10.4”, 12.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17006A
P/N: 302A17005A
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212003
P/N: 308020000C
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

6th Gen Intel® Core™ i3 6100U (068) / i5 6300U (026) / i7 6600U (069) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2 for SP122R068/026/069S, 1 for SP105R068/026/069S
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (75 X 75mm) & Panel mount & Clip mount

external antenna ( WIFI )
1600 cd/m2  High Brightness 10.4” LCD panel 1024 x 768 dpi
1600 cd/m2  High Brightness 12.1” LCD panel 1024 x 768 dpi

Optical Bonding
8pcs x Clips

1 x RS232 cable
1 x USB

Waterproof sponge

10.4" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

900 : 1
150°/150°

302 x 224 x 71 mm
3.4 kg

1024 x 768
16.7M

1000 cd/m2
900 : 1

150°/150°

12.1" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

800 : 1
160°/160°

350 x 264 x 70 mm
TBD

1024 x 768
16.7M

1000 cd/m2
800 : 1

160°/160°

Model No. SP122R068/026/069SSP105R068/026/069S

SP122R068/026/069JSP105R068/026/069J

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP105R068S04064

SP105R026S04064

SP105R069S04064

SP122R068S04064

SP122R026S04064

SP122R069S04064

SP105R068J04064

SP105R026J04064

SP105R069J04064

SP122R068J04064

SP122R026J04064

SP122R069J04064

ORDERING INFORMATION
10.4” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

10.4” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

10.4” panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

12.1” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

12,1” panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

10.4” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

10.4” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

10.4” panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

12.1” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

12.1” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

12.1” panel PC, Intel i7 6600U processor, 
4GB DDRI4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

SP105R068/026/069S

SP122R068/026/069S

Unit : mm
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Features

6th Gen  15.6”, 17.3”, 18.5” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002 
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

6th Gen Intel® Core™ i3 6100U (068) / i5 6300U (026) / i7 6600U (069) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17.3” TFT (16:9)
1920 x 1080

16.7M
400 cd/m2

600 : 1
160°/140°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
483 x 318 x 71 mm

TBD

External antenna ( WIFI )
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

15.6” TFT (16:9)

454 x 272 x 74 mm
TBD

18.5” TFT (16:9)

521 x 317 x 71 mm
 6 kg

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

Model No. SP173R068/026/069S SP185R068/026/069S SP186R068/026/069SSP156R068/026/069S SP157R068/026/069S

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



Dimensions Unit : mm

SP156R068S04064

SP156R026S04064

SP156R069S04064

SP157R068S04064

SP157R026S04064

SP157R069S04064

SP173R068S04064

SP173R026S04064

SP173R069S04064

SP185R068S04064

SP185R026S04064

SP185R069S04064

SP186R068S04064

SP186R026S04064

SP186R069S04064

ORDERING INFORMATION
15.6” panel PC, 1366 x 768 dpi, Intel i3 6100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1366 x 768 dpi, Intel i5 6300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1366 x 768 dpi, Intel i7 6600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i3 6100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i5 6300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i7 6600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i3 6100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i5 6300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter 

17.3” panel PC, 1920 x 1080 dpi, Intel i7 6600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel i3 6100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter 

18.5” panel PC, 1366 x 768 dpi, Intel i5 6300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel i7 6600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18,5” panel PC, 1920 x 1080 dpi, Intel i3 6100U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel i5 6300U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel i7 6600U processor, 4GB DDR4 So-DIMM., 64GB SSD, DC in power adapter 

SP156R068/026/069S, SP157R068/026/069S

4-M4x6L
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100
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25
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7



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

SP185R068/026/069S, SP186R068/026/069S

SP173R068/026/069S
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Features

6th Gen  15”, 17”, 19” 
Front IP65 Silver Aluminum Touch IPC

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

401 x 304 x 70 mm
5.7 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
8.7 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

6th Gen Intel® Core™ i3 6100U (068) / i5 6300U (026) / i7 6600U (069) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
453 x 352 x 72 mm

6.7 kg

External antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R068/026/069S SP190R068/026/069SSP150R068/026/069S

SP170R068/026/069J SP190R068/026/069JSP150R068/026/069J



Dimensions

SP150R068/026/069S

Unit : mm

SP150R068S04064

SP150R026S04064

SP150R069S04064

SP170R068S04064

SP170R026S04064

SP170R069S04064

SP190R068S04064

SP190R026S04064

SP190R069S04064

SP150R068J04064

SP150R026J04064

SP150R069J04064

SP170R068J04064

SP170R026J04064

SP170R069J04064

SP190R068J04064

SP190R026J04064

SP190R069J04064

15” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” panel PC, Intel i5 6300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” panel PC, Intel i5 4300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” panel PC, Intel i5 6300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

15” panel PC, Intel i5 6300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

15” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i5 6300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i5 6300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter 1000 cd/m2

ORDERING INFORMATION
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

SP170R068/026/069S

SP190R068/026/069S

46411.5 11.5

25
16

3.
5

25
16

3.
5

100

10
0

37
7

30
0

374
487

6-M4x4L

4-M4x6L

444

75
6

29
4

36
2



Features

6th Gen  21.5”, 24” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002 
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

6th Gen Intel® Core™ i3 6100U (068) / i5 6300U (026) / i7 6600U (069) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount

External antenna ( WIFI )
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

21.5" TFT (16:9)
1920 x 1080

16.7 M
300 cd/m2

3000:1
178°/178°

581 x 337 x 74 mm
8.5 kg

1920 x 1080
16.7M

1000 cd/m2
3000:1

178°/178°

24" TFT (16:9)
1920 x 1080

16.7 M
250 cd/m2

1000:1
173°/165°

621 x 381 x 71 mm
8.5 kg

1920 x 1080
16.7M

1000 cd/m2
1000:1

173°/165°

Model No. SP240R068/026/069SSP215R068/026/069S

SP240R068/026/069JSP215R068/026/069J

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP215R068S04064

SP215R026S04064

SP215R069S04064

SP240R068S04064

SP240R026S04064

SP240R069S04064

SP215R068J04064

SP215R026J04064

SP215R069J04064

SP240R068J04064

SP240R026J04064

SP240R069J04064

ORDERING INFORMATION
21.5” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

21.5” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

21.5” panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

24” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

24” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

24” panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter

21.5” panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter,1000 cd/m2

21.5” panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter, 1000 cd/m2

21.5” panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in 
power adapter,1000 cd/m2

24” panel PC, Intel i3 6100U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter,1000 cd/m2

24” panel PC, Intel i5 6300U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

24” panel PC, Intel i7 6600U processor, 4GB 
DDR4 So-DIMM., 64GB SSD, DC in power 
adapter,1000 cd/m2

SP215R068/026/069S 

SP240R068/026/069S

Unit : mm

28
3

32
5

475
581

549

100

10
0

16 16

33
7

26
7

42
.2

42
.2

84
.2

84
.2

84
.2

8-M4x4L

4-M4x6L

532

74
6

8-M4x4L

621
531

29
8

38
1

20
.1

11
3.

6
20

.1
11

3.
6

11
3.

6

6 6609

4-M4x6L

100

10
0

592

367

71

6

23
5

37
0



Features

6th Gen  15”, 17”, 19” 
Front IP65 Silver Aluminum Rack Mount Touch IPC

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

487 x 311 x 70 mm
6.2 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
9.2 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

6th Gen Intel® Core™ i3 6100U (068) / i5 6300U (026) / i7 6600U (069) CPU (On Board)
1 x 260-pin DDR4 2133MHz SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Rack mount
485 x 352 x 72 mm

7.2 kg

External antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 
Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R068/026/069R SP190R068/026/069RSP150R068/026/069R

SP170R068/026/069U SP190R068/026/069USP150R068/026/069U

I/O
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Dimensions

SP150R068/026/069R

Unit : mm

SP150R068R04064

SP150R026R04064

SP150R069R04064

SP170R068R04064

SP170R026R04064

SP170R069R04064

SP190R068R04064

SP190R026R04064

SP190R069R04064

SP150R068U04064

SP150R026U04064

SP150R069U04064

SP170R068U04064

SP170R026U04064

SP170R069U04064

SP190R068U04064

SP190R026U04064

SP190R069U04064

15” rack mount panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” rack mount panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” rack mount panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” rack mount panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” rack mount panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

17” rack mount panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” rack mount panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” rack mount panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

19” rack mount panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter

15” rack mount panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

15” rack mount panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

15” rack mount panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

17” rack mount panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

17” rack mount panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

17” rack mount panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

19” rack mount panel PC, Intel i3 6100U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

19” rack mount panel PC, Intel i5 6300U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

19” rack mount panel PC, Intel i7 6600U processor, 
4GB DDR4 So-DIMM., 64GB SSD, DC in power 
adapter, 1000 cd/m2

ORDERING INFORMATION
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

SP170R068/026/069R

SP190R068/026/069R



Features

4th Gen  12.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 302A17006C
P/N: 3080212002 
P/N: 239SP17002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

4th Gen Intel® HSW ULT i3 4010U (017) / i5 4300U (020) / i7 4650U (022) CPU (On Board)
2 x 204-pin DDR3L SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
2
2
4
1
1

1 x SATA 2.0      2.5” HDD/SSD

1 x Full-size 

3 Pin power terminal block for DC in 19 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1 10 / Embedded Win 7, 8.1, 10 / Window 10 IoT

12.1" TFT (4:3)
1024 x 768

16.7M
350 cd/m2

800 : 1
160°/160°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (75 X 75mm) & Panel mount & Clip mount
350 x 264 x 70 mm

TBD

external antenna ( WIFI )
Optical Bonding

1600 cd/m2  High Brightness 12.1” LCD panel 1024 x 768 dpi
 1 x RS232/422/485 

10pcs x Clips
Waterproof sponge

1024 x 768
16.7M

1000 cd/m2
800 : 1

160°/160°

Model No. SP122R017/020/022S

SP122R017/020/022J

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP122R017S04064

SP122R020S04064

SP122R022S04064

SP122R017J04064

SP122R020J04064

SP122R022J04064

ORDERING INFORMATION
12.1” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

12.1” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

12.1” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

12.1” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter, 1000 cd/m2

12.1” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter,1000 cd/m2

12.1” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter,1000 cd/m2

SP122R017/020/022S

Unit : mm
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Features

4th Gen  15.6”, 17.3”, 18.5”
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 3080212002 
P/N: 239SP17002
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

4th Gen Intel® HSW ULT i3 4010U (017) / i5 4300U (020) / i7 4650U (022) CPU (On Board)
2 x 204-pin DDR3L SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
2
2
4
1
1

1 x SATA 2.0      2.5” HDD/SSD

1 x Full-size 

3 Pin power terminal block for DC in 19 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1 10 / Embedded Win 7, 8.1, 10 / Window 10 IoT

17.3” TFT (16:9)
1920 x 1080

16.7M
400 cd/m2

600 : 1
160°/140°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
483 x 318 x 71 mm

TBD

external antenna ( WIFI )
optical Bonding

 1 x RS232/422/485 
10pcs x Clips

Waterproof sponge
 

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

1366 x 768
16.7M

300 cd/m2
500 : 1

170°/165°

1920 x 1080
16.2M

400 cd/m2
500 : 1

140°/120°

Model No. SP173R017/020/022S SP185R017/020/022S SP186R017/020/022SSP156R017/020/022S SP157R017/020/022S

15.6” TFT (16:9)

454 x 272 x 74 mm
TBD

18.5” TFT (16:9)

521 x 317 x 71 mm
6 kg

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



Dimensions

SP156R017S04064

SP156R020S04064

SP156R022S04064

SP157R017S04064

SP157R020S04064

SP157R022S04064

SP173R017S04064

SP173R020S04064

SP173R022S04064

SP185R017S04064

SP185R020S04064

SP185R022S04064

SP186R017S04064

SP186R020S04064

SP186R022S04064

ORDERING INFORMATION
15.6” panel PC, 1366 x 768 dpi, Intel i3 40100U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1366 x 768 dpi, Intel i5 4300U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1366 x 768 dpi, Intel i7 4650U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i3 4010U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i5 46300U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

15.6” panel PC, 1920 x 1080 dpi, Intel i7 4650U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i3 4010U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i5 4300U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

17.3” panel PC, 1920 x 1080 dpi, Intel i7 4650U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18,5” panel PC, 1366 x 768 dpi, Intel i3 4010U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel i5 4300U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1366 x 768 dpi, Intel i7 4650U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18,5” panel PC, 1920 x 1080 dpi, Intel i3 4010U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter 

18.5” panel PC, 1920 x 1080 dpi, Intel i5 4300U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” panel PC, 1920 x 1080 dpi, Intel i7 4650U processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

SP156R017/020/022S, SP157R017/020/022S

Unit : mm

4-M4x6L

10
0

100

6-M4x4L

25
11

1
25

11
1

43211 11348
454

408

74
6

27
2

19
7 25

7



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

4th Gen  15”, 17”, 19” 
Front IP65 Silver Aluminum Touch IPC

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

401 x 304 x 70 mm
5.7 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
8.7 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 3080212002
P/N: 239SP17002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

4th Gen Intel® HSW ULT i3 4010U (017) / i5 4300U (020) / i7 4650U (022) CPU (On Board)
2 x 204-pin DDR3L SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
2
2
4
1
1

1 x SATA 2.0     2.5” HDD/SSD

1 x Full size 

3 Pin power terminal block for DC in 19 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1 10 / Embedded Win 7, 8.1, 10 / Window 10 IoT

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
453 x 352 x 72 mm

6.7 kg

External antenna ( WIFI )
Optical Bonding

 2 x RS232 / 422 / 485 
10pcs x clips

Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R017/020/022S SP190R017/020/022SSP150R017/020/022S

SP170R017/020/022J SP190R017/020/022JSP150R017/020/022J



Dimensions

SP150R017/020/022S

Unit : mm

SP150R017S04064

SP150R020S04064

SP150R022S04064

SP170R017S04064

SP170R020S04064

SP170R022S04064

SP190R017S04064

SP190R020S04064

SP190R022S04064

SP150R017J04064

SP150R020J04064

SP150R022J04064

SP170R017J04064

SP170R020J04064

SP170R022J04064

SP190R017J04064

SP190R020J04064

SP190R022J04064

15” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

15” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

15” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

17” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

17” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

17” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

19” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

19” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

19” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

15” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter, 1000 cd/m2

15” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

15” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

17” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

19” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in power 
adapter 1000 cd/m2

ORDERING INFORMATION
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

4th Gen  21.5”, 24” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212002
P/N: 239SP17002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

4th Gen Intel® HSW ULT i3 4010U (017) / i5 4300U (020) / i7 4650U (022) CPU (On Board)
2 x 204-pin DDR3L SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
2
2
4
1
1

1 x SATA 2.0      2.5” HDD/SSD

1 x Full-size 

3 Pin power terminal block for DC in 19 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1 10 / Embedded Win 7, 8.1, 10 / Window 10 IoT

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount

External antenna (WIFI)
Optical Bonding

10pcs x Clips
  2 x RS232/422/485

10Pcs x clips
Waterproof sponge

21.5" TFT (16:9)
1920 x 1080

16.7 M
300 cd/m2

3000:1
178°/178°

581 x 337 x 74 mm
8.5 kg

1920 x 1080
16.7M

1000 cd/m2
3000:1

178°/178°

24" TFT (16:9)
1920 x 1080

16.7 M
250 cd/m2

1000:1
173°/165°

621 x 381 x 71 mm
8.5 kg

1920 x 1080
16.7M

1000 cd/m2
1000:1

173°/165°

Model No. SP240R017/020/022SSP215R017/020/022S

SP240R017/020/022JSP215R017/020/022J

SP Series

16  9:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP215R017S04064

SP215R020S04064

SP215R022S04064

SP240R017S04064

SP240R020S04064

SP240R022S04064

SP215R017J04064

SP215R020J04064

SP215R022J04064

SP240R017J04064

SP240R020J04064

SP240R022J04064

ORDERING INFORMATION
21.5” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

21.5” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

21.5” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

24” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

24” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

24” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

21.5” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter,1000 cd/m2

21.5” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter, 1000 cd/m2

21.5” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter,1000 cd/m2

24” panel PC, Intel i3 4010U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter,1000 cd/m2

24” panel PC, Intel i5 4300U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter, 1000 cd/m2

24” panel PC, Intel i7 4650U processor, 4GB 
DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter,1000 cd/m2

SP215R017/020/022S

SP240R017/020/022S

Unit : mm
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Features

4th Gen  15”, 17”, 19” 
Front IP65 Silver Aluminum Rack Mount Touch IPC

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O4 3:
Front

Waterproof

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

487 x 311 x 70 mm
6.2 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
9.2 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
VGA
GLAN
USB
Line out
MIC in

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 3080212002
P/N: 239SP17002
P/N: 3011100010

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

4th Gen Intel® HSW ULT i3 4010U (017) / i5 4300U (020) / i7 4650U (022) CPU (On Board)
2 x 204-pin DDR3L SODIMM up to 16 GB

Watch Dog Timer 256 Level

2
2
2
4
1
1

1 x SATA 2.0     2.5” HDD/SSD

1 x Full size 

3 Pin power terminal block for DC in 19 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1 10 / Embedded Win 7, 8.1, 10 / Window 10 IoT

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

0 ~ 45°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Rack mount
485 x 352 x 72 mm

7.2 kg

External antenna ( WIFI )
Optical Bonding

 2 x RS232 / 422 / 485 
10pcs x clips

Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R017/020/022R SP190R017/020/022SSP150R017/020/022R

SP170R017/020/022U SP190R017/020/022USP150R017/020/022U

I/O



Dimensions

SP150R017/020/022R

Unit : mm

SP150R017R04064

SP150R020R04064

SP150R022R04064

SP170R017R04064

SP170R020R04064

SP170R022R04064

SP190R017R04064

SP190R020R04064

SP190R022R04064

SP150R017U04064

SP150R020U04064

SP150R022U04064

SP170R017U04064

SP170R020U04064

SP170R022U04064

SP190R017U04064

SP190R020U04064

SP190R022U04064

15” rack mount panel PC, Intel i3 4010U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

15” rack mount panel PC, Intel i5 4300U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

15” rack mount panel PC, Intel i7 4650U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

17” rack mount panel PC, Intel i3 4010U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

17” rack mount panel PC, Intel i5 4300U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

17” rack mount panel PC, Intel i7 4650U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

19” rack mount panel PC, Intel i3 4010U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

19” rack mount panel PC, Intel i5 4300U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

19” rack mount panel PC, Intel i7 4650U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter

15” rack mount panel PC, Intel i3 4010U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter, 1000 cd/m2

15” rack mount panel PC, Intel i5 4300U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

15” rack mount panel PC, Intel i7 4650U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

17” rack mount panel PC, Intel i3 4010U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

17” rack mount panel PC, Intel i5 4300U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

17” rack mount panel PC, Intel i7 4650U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

19” rack mount panel PC, Intel i3 4010U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

19” rack mount panel PC, Intel i5 4300U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

19” rack mount panel PC, Intel i7 4650U processor, 
4GB DDRIII L So-DIMM., 64GB SSD, 24V DC in 
power adapter 1000 cd/m2

ORDERING INFORMATION

303
487

31
1

22
6 24

5
28

8

353

70

6

46511

38
38

73
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89

11

4-M4x6L

100

10
0



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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SP190R017/020/022R
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486



Features

10.1” 
Front IP65 Silver Aluminum Touch IPC

Specifications

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 239000000A
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Atom™ x 5 E3940 Processor up to 1.8Ghz
1 x 204-pin SODIMM Single-channel DDR3L 1866/1600 MHz up to 8GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full-size 

2 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

10.1" TFT (16:9)
1280 x 800

16.7M
500 cd/m2

800 : 1
170°/170°

-20°C ~ 60°C
10 ~ 90%, non-condensing

VESA mount (75 X 75mm) & Panel mount & Clip mount
298 x 213 x 63 mm

TBD

external antenna ( WIFI )
Optical Bonding

8pcs x Clips
 1 x RS232/422/485 0V/5V/12V support auto flow control 

Waterproof sponge

Model No. SP101R081W

SP101R081W04064
ORDERING INFORMATION

10.1” ” wide temperature panel PC, Intel E3940 processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

SP Series

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

-20°C

60°C
Wide Temp.

~

16  9:

-20°C 60°C



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP101R081W

Unit : mm

75

75

4-M4x6L
6-M3x4L

12
.5

12
.5

94
94

2904 4

12
2

19
3
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63
6

21
3

13
6

298
217



Features

15.6”, 18.5”
Front IP65 Silver Aluminum Touch IPC

Wide Temp. - SP Series

Specifications

15.6” TFT (16:9)
1920 x 1080

16.2M
400 cd/m2

500 : 1
140°/120°

-10°C ~ 60°C

454 x 272 x 74 mm
TBD

18.5” TFT (16:9)
1920 x 1080

16.2M
400 cd/m2

500 : 1
140°/120°

-20°C ~ 60°C

521 x 317 x 71 mm
 6 kg

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 2390000003
P/N: 2320000001
P/N: 3080212002 
P/N: 239SP17002
P/N: 3011100010

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

Intel® Atom™ x 5 E3940 Processor up to 1.8Ghz
1 x 204-pin SODIMM Single-channel DDR3L 1866/1600 MHz up to 8GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0   2.5” HDD/SSD

2 x Full size

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

10 ~ 90%, non-condensing
VESA mount (100X100mm) & Panel mount & Clip mount

external antenna ( WIFI )
optical Bonding

 1 x RS232/422/485 
10pcs x Clips

Waterproof sponge

Model No. SP186R081WSP157R081W

SP157R081W04064

SP186R081W04064

15.6” wide temperature panel PC, Intel E3940 processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

18.5” wide temperature panel PC, Intel E3940 processor, 4GB DDRIII L So-DIMM., 64GB SSD, DC in power adapter

ORDERING INFORMATION

Fanless
Sunlight

Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

-20°C

60°C
Wide Temp.

~

16  9:

-20°C 60°C



*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw

Dimensions

SP157R081W

SP186R081W

Unit : mm

4-M4x6L
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Features

15”, 17”, 19” 
Front IP65 Silver Aluminum Touch IPC

Wide Temp. - SP Series

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

401 x 304 x 70 mm
5.7 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
8.7 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 239000000A
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100020

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

Intel® Atom™ x 5 E3940 Processor up to 1.8Ghz
1 x 204-pin SODIMM Single-channel DDR3L 1866/1600 MHz up to 8GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0  2.5” HDD/SSD

2 x Full size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

-20°C ~ 60°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Panel mount & Clip mount
453 x 352 x 72 mm

6.7 kg

external antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 0V/5V/12V support auto flow control 

Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R081W SP190R081WSP150R081W

SP170R081K SP190R081KSP150R081K

4 3:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

-20°C

60°C
Wide Temp.

~

-20°C 60°C



402

72

6

28
1

33
7

27
0

35
2

6-M4x4L

4-M4x6L

100

10
0

453
336

21
15

5
21

15
5

11 11431

Dimensions

SP150R081W

SP170R081W

Unit : mm

SP150R081W04064

SP170R081W04064

SP190R081W04064

SP150R081K04064

SP170R081K04064

SP190R081K04064

15” wide temperature panel PC, Intel E3940 
processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter

17” wide temperature panel PC, Intel E3940 
processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter

19” wide temperature panel PC, Intel E3940 
processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter

15” wide temperature panel PC, Intel E3940 
processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter, 1000 cd/m2

17” wide temperature panel PC, Intel E3940 
processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter, 1000 cd/m2

19” wide temperature panel PC, Intel E3940 
processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter, 1000 cd/m2

ORDERING INFORMATION
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*Specifications are subject to change without notice.

Kingdy Technology Inc.      Tel :  +886-2-3234-6288    Fax:  +886-2-3234-3199    E -mai l :  sales@kingdy.com.tw   www.kingdy.com.tw
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Features

15”, 17”, 19” 
Front IP65 Silver Aluminum Rack Mount Touch IPC

Wide Temp. - SP Series

Specifications

15" TFT (4:3)
1024 x 768

16.2M
400 cd/m2

700:1
160°/160°

487 x 311 x 70 mm
6.2 kg

1024 x 768
16.2M

1000 cd/m2
2000 : 1

176°/176°

19" TFT (4:3)
1280 x 1024

16.7M
250 cd/m2

1000:1
170°/160°

487 x 377 x 75 mm
9.2 kg

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/160°

CPU
Memory

Watchdog Timer

RS232
HDMI
DP
USB
GLAN

Storage

Mini PCI-E

Power Requirement

Touch screen

OS support

Size
Resolution 
Colors
Luminance 
Contrast Ratio
View Angle (H/V)

Operation Temp.
Storage Humidity
Mount
Dimension (WxHxD)
Weight

P/N: 239000000A
P/N: 302A17005A
P/N: 302A17005B
P/N: 2320000001
P/N: 239SP17002
P/N: 3080212009 
P/N: 3011100020

Resolution
Color
Luminance
Contrast Ratio
Viewing Angle (H/V)

SYSTEM

H/W MONITOR

I/O PORTS

STORAGE

EXPANSION

POWER REQUIREMENT

TOUCH SCREEN

OS SUPPORT

DISPLAY

MECHANICAL & ENVIRONMENTAL

OPTIONAL

OPTIONAL HB PANEL

Intel® Atom™ x 5 E3940 Processor up to 1.8Ghz
1 x 204-pin SODIMM Single-channel DDR3L 1866/1600 MHz up to 8GB

Watch Dog Timer 256 Level

2
1
1
4
2

1 x SATA 3.0  2.5” HDD/SSD

2 x Full size 

3 Pin power terminal block for DC in 12 ~ 24V

5 Wires Resistive (one touch)

Win Pro 7, 8.1, 10 / Embedded Win 7, 8.1, 10 / Fedora 25 Ubuntu 16.04

17" TFT (4:3)
1280 x 1024

16.7M
350 cd/m2

1000:1
140°/170°

-20°C ~ 60°C
10 ~ 90%, non-condensing

VESA mount (100X100mm) & Rack mount
485 x 352 x 72 mm

7.2 kg

external antenna ( WIFI )
1600 cd/m2  High Brightness 15” LCD panel 1024 x 768 dpi

1600 cd/m2  High Brightness 17” LCD panel 1280 x 1024 dpi
Optical Bonding

10pcs x Clips
 1 x RS232/422/485 0V/5V/12V support auto flow control 

Waterproof sponge

1280 x 1024
16.7M

1000 cd/m2
1000 : 1

170°/165°

Model No. SP170R081Y SP190R081YSP150R081Y

SP170R081Z SP190R081ZSP150R081Z

4 3:
Fanless

Sunlight
Readable

Multi-
Functional

Ports

I/O
Front

Waterproof

-20°C

60°C
Wide Temp.

~

-20°C 60°C



Dimensions

SP150R081Y

SP170R081Y

Unit : mm

SP150R081Y04064

SP170R081Y04064

SP190R081Y04064

SP150R081Z04064

SP170R081Z04064

SP190R081Z04064

15” wide temperature rack mount panel PC, Intel 
E3940 processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter

17” wide temperature rack mount panel PC, Intel 
E3940 processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter

19” wide temperature rack mount panel PC, Intel 
E3940 processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter

15” wide temperature rack mount panel PC, Intel 
E3940 processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter, 1000 cd/m2

17” wide temperature rack mount panel PC, Intel 
E3940 processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter, 1000 cd/m2

19” wide temperature rack mount panel PC, Intel 
E3940 processor, 4GB DDRIII L So-DIMM., 64GB 
SSD, DC in power adapter, 1000 cd/m2

ORDERING INFORMATION
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*Specifications are subject to change without notice.
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No. 8, Ln. 25, Zhongban Rd., Zhonghe Dist., New Taipei City 23556, Taiwan
Tel : +886-2-3234-6288    /    Fax : +886-2-3234-3199
Service E-mail : sales@kingdy.com.tw   /   Website : www.kingdy.com.tw    

Kingdy Technology Inc.

The quality policy is 
"Pursue zero defects and meet customer needs."


